HIGH TONNAGE
DOUBLE ACTING CYLINDERS (HDG Series)

+ Cylinders are burnished rolled for a smooth precision
mirror finish.

* Industrial hard chrome plated ram prevents
scratching and corrosion

» Base mounting holes standard on all models

* Rod wiper seals out dirt and contamination

* High strength steel construction from gun drilled
solid bar

* High flow 3&" NPTF couplers

* Ideal for pushing and pulling

* Maximum working pressure: 10,000 psi/ 700 bar
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. i Cylinder i i Collapsed | Extended Cylinder Outside
Cylind X 0il Capacit P y
gy""d.e’ Stroke ity Effective Area tapacly Height | Height Bore Dia. Dia.
apacity (in) Model Number pacity A B c D
(tons) Push | Pull | Push | Pull Push Pull i) ) ) )
(ton) | (ton) (in3) | (in?3) (in?) (in)
150 5.91 HDG15006 | 153.90 | 75.00 | 30.78 | 14.96 | 181.75 88.32 11.65 17.56 6.26 8.07
200 5.91 HDG20006 | 206.10 | 98.00 | 41.22 | 19.68 | 243.40 116.23 12.44 18.35 7.24 9.25
11.81 HDG20012 | 206.10 | 98.00 | 41.22 | 19.68 | 486.79 232.46 18.35 30.16 7.24 9.25
300 5.91 HDG30006 | 353.60 | 117.00 | 70.71 | 23.46 | 417.56 138.55 16.22 22.13 9.49 12.20
400 11.81 HDG40012 | 433.90 | 150.00 | 86.79 |29.99 | 1025.00 354.18 24.59 36.40 10.51 13.78
500 5.91 HDG50006 | 566.30 | 192.00 | 113.25 | 38.37 | 668.77 226.61 20.43 26.34 12.01 15.75

Plunger | Saddle Bisde to ;0:) to Base Mounting Hole
Dia. | Dia. v elurm | Bolt Threaq | Thread
E F Pgrt P:rt Circle rYea Depth
(in) (in) ) h X ; z
(in) (in) (in) (in) (in)

HDG15006 4.49 3.70 240 2.22 5.12 M12 0.87 143
HDG20006 5.24 4.45 2.62 2.22 6.50 M12 0.87 201
HDG20012 5.24 4.45 2.62 2.22 6.50 M12 0.87 322
HDG30006 7.76 6.97 3.98 2.95 7.09 M16 1.42 511
HDG40012 8.50 7.72 4.49 4.13 8.07 M16 1.42 928
HDG50006 9.76 8.98 4.49 5.31 9.84 M24 1.50 1,058
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